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MSP SHUT-DOWN PROCEDURES

(as of 15 April 1999)
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1. NOTE: The following items should be completed by the RSSC Van (if not, complete via the SAU):

Delete all Acquisition and Clutter Zones.


Secure radar operations.


Secure power to TIS and VIS cameras.


Secure Generator operations.

2. At SAU, set Main Power Switch to 0 (OFF).

3. Open the Mast Controller Box, turn Power Switch to ON. Raise the pawl. Hold the Motor Control Switch DOWN. Release pawl after approximately 1 inch of pawl movement. Mast will stop at approximately the 40-inch position. Turn Power Switch to OFF. Insert the chock blocks.

4. Remove forward and aft mast guy wires and stow.

5. Replace TIS and VIS lens covers. Insert Az/El locking device. Unlock leveling wedges and align index marks for both TIS/VIS and Radar leveling wedges. Relock leveling wedges.

6. Remove and stow the mast chock blocks. At the Mast Controller Box, turn Power Switch to ON. Raise the pawl. Hold the Motor Control Switch DOWN. Release the pawl after approximately 5 inches of pawl travel. Release the Motor Control Switch when mast reaches the full down position. Turn Power Switch to OFF and secure Mast Controller box.

7. Fasten two securing straps to the top of the camera bracket. Fasten two straps to the radar mast base. Fasten the radar lashing strap from one end of the antenna to the lug on the aft cover crossbar.

8. At EEU, set Main Power Switch to OFF. Disconnect cables W9 and W10 from EEU at J1 and J2 and from SAU at J1 and J2. At the SAU, fold in wrist rests, slide keyboards into unit and secure. Replace SAU covers. Pull the four locking pins securing SAU to table stand. Using two people, lift the SAU from the table and stow in vehicle. Fold SAU table stand, strap to top of SAU. Fasten SAU locking strap.

9. Disconnect cable W7 from microwave and EEU at J12. Using two people, hold microwave and mounting assembly, remove locking pin from upper lock. Place microwave on a flat surface with protective mat by lowering/pivoting microwave and assembly to the ground. Reinstall upper locking pin.

10. Remove two hand screws from microwave and yoke assembly. Remove yoke assembly from microwave and base pole. Attach yoke assembly to stow bracket with two hand screws and stow yoke on top of EEU. Remove locking pin from lower lock and remove base pole. Reinstall locking pin. Stow base pole above EEU. Stow microwave dish.

11. Stow cables W9 and W10. Replace soft cover over sensors and mast area. Reattach and close access doors to sides of vehicle.

12. Disconnect ground wire from ground lug on left of wheel well. Remove ground rods and stow in rear of vehicle.

13. Secure vehicle tailgate, secure aft cover, remove wheel chocks and complete a walk-around inspection prior to vehicle movement.
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