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VAN POWER-DOWN PROCEDURES

REBASELINE CONFIGURATION (GDFS NT)

(as of 7 August 2000)
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1. To power down the Communications suite: Turn OFF equipment power switches. Zeroize crypto as required.

2. To shut down GCCS-M: Select HARDWARE followed by SHUTDOWN SYSTEM. Select OK at confirmation. NOTE: Wait for the phrase “System has halted. OK to turn off power or reset system” to appear on GCCS-M monitor.
3. At the PDU on the GCCS-M console, turn OFF the output power switches for WS, MON, HDD, SCSI, and Main Power. At the UPS at the bottom of the rack, turn OFF the AC OUTPUT and AC INPUT switches. At the GCCS-M PDU, turn OFF the AC INPUT BREAKER.

4. At the GDFS, shut down Radars, TIS/VIS, and GENSETs at all sites.

5. At GDFS consoles 1 and 2, select SYSTEM, select MAINTENANCE, select QUIT. Select OK at confirmation. Select Powerdown System and OK. Wait for message “It is now safe to turn off your computer”.

6. At the UPS at the bottom of GDFS racks 1 and 2, press and hold the UPS ON/STANDBY button until unit shuts down. At the PDU at the top of the racks, turn OFF the main power switch.

7. At the Printer rack, turn OFF the PDU Main Power switch at the top of the rack.

8. If required, at ESM IP select System and System Shutdown. Observe message “System Halted”. Turn off IP.

9. At the IP rack, press and hold the UPS ON/STANDBY button until unit shuts down. Turn OFF the PDU Main Power switch at the top of the rack.

For Windows NT laptops, conduct the following steps 10 through 13:
10. At CU #1and #2, hold CTRL key down and hit the ESC key to bring up Windows NT menu.

11. Highlight Shutdown and hit return. Shut Down Windows dialog box will appear. Choose Shutdown the Computer and hit Enter.

12. Hyper Terminal dialog box will appear. Hit return (Must be performed in 10 seconds or less, otherwise an additional option menu will appear).

13. Shut Down Computer dialog box will appear. Turn off CU at Power Switch at left rear.

14. At Sonar racks 1, 2 and 3, turn OFF the PDU Main Power switches at the top of the racks. Stow laptop computers in drawer and secure. 

NOTE: Disconnect Zircon power connection on right side of laptop before stowing. (Disregard if using Windows NT.)

15. At Sonar rack 3, turn OFF the 60/400 Hz converter and the 60/400 Hz ouput circuit breaker.

16. At the Video rack, turn OFF the PDU Main Power switch at the top of the rack.

17. At the Video rack, turn OFF the Radar Track Processor (RTP).

18. At the DC Power rack, turn OFF the LINE power switch on HP-6012B No. 1 (No. 2).

19. At the DC Power rack, turn AC Input Power switch to OFF.

20. If required, remove all applicable program and Data Hard Drives and store.

21. At the thermostat inside the Van, turn system to OFF.

22. Turn OFF the following PDU circuit breakers:


CB1 (COMM 1-1)
CB9 (GCCS-M)
CB19 (DC PWR RACK)


CB2 (COMM 1-2)
CB10 (GDFS 1)
CB20 (STATUS BOARDS)


CB3 (COMM 2-1)
CB11 (GDFS 2)
CB21 (60/400 CONV)


CB4 (COMM 2-2)
CB12 (PRINTER RACK)
CB22 (INT UTIL)


CB5 (COMM 3-1)
CB13 (IP RACK)
CB25 (VIDEO RACK)


CB6 (COMM 3-2)
CB14 (SQR-17 #1)
CB28 (UPS)


CB7 (COMM 4-1)
CB15 (SQR-17 #2)
CB29 (VICS)


CB8 (COMM 4-2)
CB16 (SQR-17 #3)
CB30 (VICS AMP)

23. Turn OFF the following PDU circuit breakers only after coordinating with the PSP Disassembly Supervisor:


CB23 (EXT UTIL)
CB24 (PSP PWR)

24. At the PDU, turn OFF CB27 (RED/WHT LIGHTS) and the MAIN POWER circuit breaker.

25. At external connection J1, turn ECU circuit breaker OFF.

26. Secure power from generator or shore power.

27. Disconnect power cables from J1 and J2.

